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PREFACE 

This Standard was prepared by the Australian members of the Joint Standards 

Australia/Standards New Zealand Committee ME-005 to supersede AS 2550.10—1994, 

Cranes—Safe use, Part 10: Elevating work platforms.  

This Standard incorporates Amendment No. 1 (April 2009). The changes required by the 

Amendment are indicated in the text by a marginal bar and amendment number against the 

clause, note, table, figure or part thereof affected. 

The objective of the AS 2550 series of Standards is to provide uniform requirements and 

guidance for the safe use of cranes, hoists and winches. 

Most of the changes from the 1994 edition reflect the fact that Part 10 was the first 

type-specific Standard in the AS 2550 series, and there have been many advances in the 

requirements for safe use since then, both through technology and identified by experience. 

Other changes have been made to ensure compatibility with occupational health and safety 

legislation across Australia. 

The principal changes include the following: 

1 More definitive guidance on most operations and associated procedures, including the 

use of fall arrest systems/restraint devices; leaving an elevating work platform in the 

elevated position; and travelling with the elevated work platform. 

2 More emphasis placed on maintaining elevating work platforms in accordance with 

the manufacturer’s instructions. 

3 An option to have a structured ‘enhanced’ periodic inspection and maintenance 

schedule that incorporates the requirements of a major inspection, or a ‘normal’ 

periodic inspection and maintenance schedule coupled with a major inspection. 

4 The onus has been taken off identified persons for specific tasks, e.g., ‘manager’ and 

‘operator’. 

Other Standards published in the series are: 

AS

2550 Cranes, hoists and winches—Safe use 

2550.1 Part 1: General requirements 

2550.3 Part 3: Bridge, gantry, portal (including container cranes), jib and monorail 

cranes 

2550.4 Part 4: Tower cranes 

2550.5 Part 5: Mobile cranes 

2550.6 Part 6: Guided storing and retrieving appliances 

2550.7 Part 7: Builders’ hoists and associated equipment 

2550.11 Part 11: Vehicle-loading cranes 

2550.13 Part 13: Building maintenance units 

2550.15 Part 15: Concrete placing equipment 

2550.16 Part 16: Mast climbing work platforms 

2550.20 Part 20: Self-erecting tower cranes 

AS/NZS

2250 Cranes—Safe use

2550.9 Part 9: Vehicle hoists 

Other Standard under development in this series is: 

Part 19: Telescopic handlers 
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The terms ‘normative’ and ‘informative’ have been used in this Standard to define the 

application of the appendix to which they apply. A ‘normative’ appendix is an integral part 

of a Standard, whereas an ‘informative’ appendix is only for information and guidance. 

Some defined terms or those with specific meaning are highlighted throughout the text in 

Bold Italic. 
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